SIDE
\ Mounting Pins
/ (push into holes in slats
L with applied Silicon)

3/16" Strip of Exposed Acrylic
(will glow when sign is on)

1-1/16" Painted Sides (White Satin)
(will not glow when sign is on)

)
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The 15ft low voltage wire that extends out of the
rear of the sign has one wire with a red stripe. The
red stripe denotes positive. This sign is pole-
specific, soitis critical that you ensure the positive
wires are joined together at any/all connections.
Reversing the connection may severely damage
the LED arrays and void the warranty.
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FRONT

Translucent Holiday Inn® 3M® Vinyl

Holiday Inn® H4 Hallmark Lobby Sign
H-24 / H-32
Frontlit Branded Sign

BACK

Opaque Painted Backer

Power Inlet Location

Threaded Mounting Rod Placement
(Approximate quantity and placement)

(no frame, edge to edge)

Mounting / Wiring Diagram (Typical)

Disconnect
Switch

110VAC-277VAC
Min T0A

Dedicated l

(Preferred) -

Threaded Mounting Rod

(Inserted into pre-drilled holes in
the faces of the diagonal slats of the
hanging dimensional structure)

Embedded LED's

Backlit Letter H (glows green)
Pre-drilled thru hole

150W or (2)60W Class 2 Power Supplies
(Does not have to mount directly
behind thru hole in wall)

Slats
Hanging dimensional structure
Framed installation wall

LED embedded acrylic letter H

1.25" thick white acrylic

Face finished with 3M® Holiday Inn® translucent green vinyl (glowing green face)

Sides painted opaque white satin (Exposed 3/16” perimeter near the front edge glows)

Back painted with 2-coat opaque

3/16"x 2" 10-25 threaded mounting pins

Hanley 100v-277v multivolt 150w transformer (NOTE: Designated leads - see warning below)

UL® listed

Heavy duty wooden shipping crate

*No electric should be located on the face of the installation wall behind where the sign will be mounted. The attached low voltage cable (extends from the rear of the H) should pass through the installation wall to the other side for transformer/enclosure connection.

***WARNING*** - Electrical connections to be done by a licensed electrician ONLY. Reversing the connection of the low voltage wires to the transformer will result in destroying the LED’s within the sign and voiding the warranty of this product!



